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FIGLRE 1 - Closed-cup tester

[61 FR 28539, Aug. 8, 1986]

§1500.44 Method for determining ex-
tremely flammable and flammable
solids.

(a) Preparation of samples—(1) Gran-
ules, powders, and pastes. Pack the sam-
ple into a flat, rectangular metal boat
with inner dimensions 6 inches long x 1
inch wide x one-fourth inch deep.

(2) Rigid and pliable solids. Measure
the dimensions of the sample and sup-

LID (2.00 THICK NOM.)
in millimerers)

port it by means of metal ringstands,
clamps, rings, or other suitable devices
as needed, so that the major axis is ori-
ented horizontally and the maximum
surface is freely exposed to the atmos-
phere.

(b) Procedure. Place the prepared
sample in a draft-free area that can be
ventilated and cleared after each test.
The temperature of the sample at the
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time of testing shall be between 68 °F.
and 86 °F. Hold a burning paraffin can-
dle whose diameter is at least 1 inch, so
that the flame is in contact with the
surface of the sample at the end of the
major axis for 5 seconds or until the
sample ignites, whichever is less. Re-
move the candle. By means of a stop-
watch, determine the time of combus-
tion with self-sustained flame. Do not
exceed 60 seconds. Extinguish flame
with a CO, or similar nondestructive
type extinguisher. Measure the dimen-
sions of the burnt area and calculate
the rate of burning along the major
axis of the sample.

§1500.45 Method for determining ex-
tremely flammable and flammable
contents of self-pressurized con-
tainers.

(a) Equipment required. The test
equipment consists of a base 8 inches
wide, 2 feet long, marked in 6-inch in-
tervals. A rule 2 feet long and marked
in inches is supported horizontally on
the side of the base and about 6 inches
above it. A paraffin candle 1 inch or
more in diameter, and of such height
that the top third of the flame is at the
height of the horizontal rule, is placed
at the zero point in the base.

(b) Procedure. The test is conducted
in a draft-free area that can be venti-
lated and cleared after each test. Place
the self-pressurized container at a dis-
tance of 6 inches from the flame
source. Spray for periods of 15 seconds
to 20 seconds (one observer noting the
extension of the flame and the other
operating the container) through the
top third of the flame and at a right
angle to the flame. The height of the
flame should be approximately 2
inches. Take three readings for each
test, and average. As a precaution do
not spray large quantities in a small,
confined space. Free space of pre-
viously discharged material.

§1500.46 Method for determining
flashpoint of extremely flammable
contents of self-pressurized con-
tainers.

Use the apparatus described in
§1500.43a. Use some means such as dry
ice in an open container to chill the
pressurized container. Chill the con-
tainer, the flash cup, and the bath solu-
tion of the apparatus (brine or glycol

16 CFR Ch. Il (1-1-15 Edition)

may be used) to a temperature of about
25 °F below zero. Puncture the chilled
container to exhaust the propellant.
Transfer the chilled formulation to the
test apparatus and test in accordance
with the method described in §1500.43a.

[61 FR 28544, Aug. 8, 1986]

§1500.48 Technical requirements for
determining a sharp point in toys
and other articles intended for use
by children under 8 years of age.

(a) Objective. The sharp point test
prescribed by paragraph (d) of this sec-
tion will be used by the Commission in
making a preliminary determination
that points on toys and other articles
intended for use by children under 8
years of age, and such points exposed
in normal use or as a result of reason-
ably foreseeable damage or abuse of
such toys and articles, present a poten-
tial risk of injury by puncture or lac-
eration under section 2(s) of the Fed-
eral Hazardous Substances Act (15
U.S.C. 1261(s)). The Commission will
further evaluate points that are identi-
fied as presenting a potential risk of
puncture or laceration injury to deter-
mine the need for individual product
regulatory action.

(b) Scope—(1) General. The sharp
point test of paragraph (d) of this sec-
tion is applicable to toys or other arti-
cles that are introduced into interstate
commerce on or after December 22,
1978. The sharp point test shall be ap-
plied to any accessible portion of the
test sample before and after subjecting
the test sample to the use and abuse
tests of §§1500.51, 1500.52, and 1500.53
(excluding the bite test-paragraph (c)
of each section).

(2) Exemptions. (i) Toys and other
children’s articles that are the subject
of any of the following regulations are
exempt from this §1500.48: The regula-
tions for bicycles, non-full-size baby
cribs, and full-size baby cribs (parts
1508, 1509, and 1512, of this chapter).

(ii) Toys that by reason of their func-
tional purpose necessarily present the
hazard of sharp points and that do not
have any nonfunctional sharp points
are exempt from this §1500.48: Provided,
Each toy is identified by a conspicuous,
legible, and visible label at the time of
any sale, as having functional sharp
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